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Clark Drain Drainage

Since 2007 we have kept a range of Clark Drain’s Drainage products.
Which includes;

e Drainage channels
e Steel Manhole covers
e Pavior covers

Product | Description Dimensions (mm) Lid Load Rating Status
Code External Internal Length | Material Class
Width Height | Width | Height

CD410 | 4” Plastic 128 80 90 74 1000 Plastic A15 Stock
Channel (1.5 Tonnes)

CD422 | 6” Plastic 128 117 90 105 1000 Plastic A15 Stock
Channel (1.5 Tonnes)

CD425 | 6” Galv 128 117 100 105 1000 Galvanised | A15 Stock
Channel (1.5 Tonnes)

CD434 | 6” Plastic 128 117 100 105 1000 Plastic B125 Stock
Channel (12.5 Tonnes)

CD437 | 6” Plastic 147 158 100 128 1000 Cast Iron C250 Stock
Channel (25 Tonnes)

CD430 | Blockslot 155 194 96 75 1000 Plastic B125 Stock
Channel C250

CD438 | Silt Box 142 555 100 535 500 Cast Iron C250 MTO

(25 Tonnes)

CD402 | End Caps Pair of end caps 1 male & 1 female, To suit Plastic N/A Stock
(Pair) CD422 & CD425

CD403 | Debris Debris/Leaf traps to suit; Plastic N/A Stock
Traps CD410 CD422 CD425 CD434 CD437

CD412 | End Caps End cap to suit (low profile) Plastic N/A Stock
Shallow To suit CD410 & CD430

For Prices & Availability Please contact the office

Jordan Concrete Ltd.
10 Sheepwalk Road, Lisburn, County Antrim, BT28 3RD
Tel:  (028) 92 648 648

Email: info@jordanconcrete.co.uk
Website:  https://jordanconcrete.co.uk/product/clark-

drain-drainage-products/
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Clark Drain Drainage

Product Description Dimensions (mm) Material | Load Status
Code Clear Overall | Tray Rating
Opening | Size Depth
CD300 12” Pavior Cover 300 Dia | 438x438 | 80 Plastic 35KN Stock
CLKS450SR | 18" Pavior Cover 450 Dia | 580x580 | 80 Steel 5T Stock
GPW
CD790R/80 | 24x18” Pavior 600x450 | 695x545 | 80 Steel 10T Stock
Cover GPW
CLKS791R 24" Pavior Cover 600x600 | 690x690 | 80 Steel 10T Stock
GPW
Product | Description Dimensions (mm) Lid Material | Load Status
Code External | Internal | Depth Rating
/Clear
Opening
PC2BG 12” 5T Steel Lid | 363x363 | 300x300 | 30 Galvanised 5 Stock
Steel Tonne
PC2CG 12” 10T Steel Lid | 363x363 | 300x300 | 30 Galvanised 10 Stock
Steel Tonne
PC5BG 18” 5T Steel Lid | 513x513 | 450x450 | 30 Galvanised 5 Stock
Steel Tonne
PC5CG 18” 10T Steel Lid | 513x513 | 450x450 | 30 Galvanised 10 Stock
Steel Tonne
PC6BG 24x18” 5T Steel Lid | 663x513 | 600x450 | 30 Galvanised 5 Stock
Steel Tonne
PC6CG 24x18” 10T Steel Lid | 663x513 | 600x450 | 30 Galvanised 10 Stock
Steel Tonne
PC7BG 24” 5T Steel Lid | 663x663 | 600x600 | 45 Galvanised 5 Stock
Steel Tonne
PC7CG 24” 10T Steel Lid | 663x663 | 600x600 | 45 Galvanised 10 Stock
Steel Tonne

For Data sheet and more information visit our website;

http://jordanconcrete.co.uk/product/clark-drain/

Or check out Clark Drains website- www.clark-drain.com/

For Prices & Availability Please contact the office

Jordan Concrete Ltd.
10 Sheepwalk Road, Lisburn, County Antrim, BT28 3RD
Tel:  (028) 92 648 648

Email: info@jordanconcrete.co.uk
Website:  https://jordanconcrete.co.uk/product/clark-

drain-drainage-products/
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